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PIPELINE AS—BUILT SURVEY FOR

KINDER MORGAN ALTAMONT, LLC.

SURVEYOR'’S CERTIFICATE

CONOVER 3—-3B3
SECTION 3, T2S, R3W, U.S.B.&M.
DUCHESNE COUNTY, UTAH

LINE |BEARING

L1 87°05°09”
L2 g4501"
L3 79°55'46"
L4 61'38'43"
L5 14°25°47"
L6 05°51°39”
L7 06°47°01"
L8 07'48°53"
L9 02°18°43”
L10 01°01°45”
Ly 005237
Lre 00'29°35”"
L3 0itl8 53"
L14 00°40°48"
L15 00°12°30"
L16 06°54°27”
L1’ 19°37°32"
L18 06'23°50"

DISTANCE
3.88’
25.55'
82.40'
28.60°
60.39°
13778’
80.76'
66.49'
162.76'
22557"
188.60°
15738
166.50'
160.58'
160.41°
38.69°
11.87"
4.22"
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THIS SURVEY WAS PERFORMED USING GLOBAL
POSITIONING SYSTEM PROCEDURES AND EQUIPMENT

THE BASIS OF BEARINGS IS GEODETIC NORTH DERIVED
FROM G.P.S. OBSERVATIONS AT A SECTION CORNER
LOCATED AT LAT. 40°21°33.56882°N AND

LONG.

110°16°31.53266"W USING THE UTAH

STATE G.P.S. VIRTUAL REFERENCE STATION CONTROL
NETWORK MAINTAINED AND OPERATED BY THE
AUTOMATED GEOGRAPHIC REFERENCE CENTER

my personal supervision, of the pipeline shown hereon, and that this
plat occurately represents said survey to the best of my knowledge.

148951

ALLRED

JERRY D. ALLRED, REGISTERED LAND SURVEYOR,
CERTIFICATE NO. 148951 (UTAH)
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SURVEYOR'S FILE NUMBER

R

C JERRY D. ALLRED AND ASSOCIATES

D

DUCHESNE, UTAH 84021

SURVEYING CONSULTANTS
(] 1235 NORTH 700 EAST——P.0. BOX 975
(435) 738-5352
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SURVEYOR'S CERTIFICATE

This is to certify that this plat was prepared from the field notes and

THIS SURVEY WAS PERFORMED USING GLOBAL
POSITIONING SYSTEM PROCEDURES AND EQUIPMENT

THE BASIS OF BEARINGS IS GEODETIC NORTH DERIVED
FROM G.P.S. OBSERVATIONS AT A SECTION CORNER
LOCATED AT LAT. 40°11°52.73335"N AND
110°34°39.75017"W USING THE UTAH

STATE G.P.S. VIRTUAL REFERENCE STATION CONTROL
NETWORK MAINTAINED AND OPERATED BY THE
AUTOMATED GEOGRAPHIC REFERENCE CENTER

LONG.

PIPELINE AS—BUILT SURVEY FOR

KINDER MORGAN ALTAMONT, LLC.
BARRETT 14-21-36 BIR

SECTION

DUCHESNE COUNTY, UTAH

21, T35, R6W, U.5.B.&M.

LINE | BEARING DISTANCE
L1 S 01'08'56”" £ 40.74’
L2 S 02'41°21" W 61,28
L3 S 19'11'32" W 66.78'
L4 S 66°36'46" W 21.83"
L5 S 84°17°30" W 100.74'
L6 N 89°33'00" W 110.00°
L7 N 77°36'05" W 49.81"
L8 N 6354°'15" W 116.29'
L9 N 60°52'55" W 142.79°
L10 |N 66'45'46" W | 284.05°
L11 |N 724503 W 108.90°
L1z |N 853301 W 164.50°
L13 |N 86°56'46" W 157.28°
L14 |5 8848'45" W 137.99°
L15 |S 85°0037" W 440.22°
L16 |S 8334'49" W 33253
L17 |N 89°40°26" W 2r.15°

electronic data collector files of an actual survey made by me, Or UNCeL s 1% 1

my personal supervision, of the pipeline shown hereon, and that this g#

27 JAN 2014

CERTIFICATE NO.

re=121=1o7

JERRY D. ALLRED, REGISTERED LAND SURVEYOR,

148951 (UTAH)

COUNTY SURVEYOR'S FILE NUMBER

VA

JERRY D. ALLRED AND ASSOCIATES

SURVEYING CONSULTANTS

Qf

1235 NORTH 700 EAST-—P.0. BOX 975
DUCHESNE, UTAH 84021
(435) 738-5352
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SURVEYOR'’S CERTIFICATE

PIPELINE AS—BUILT SURVEY FOR

KINDER MORGAN ALTAMONT, LLC.
BARRETT 13-16D-36 BIR

13S, R6W, U.S.B.&M.

DUCHESNE COUNTY, UTAH
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THIS SURVEY WAS PERFORMED USING GLOBAL
POSITIONING SYSTEM PROCEDURES AND EQUIPMENT

THE BASIS OF BEARINGS IS GEODETIC NORTH DERIVED
FROM G.F.5. OBSERVATIONS AT A SECTION CORNER
LOCATED AT LAT. 40°11'52.73335"'N AND

LONG. 1

10°34°36.75017"W USING THE UTAH

STATE G.P.S. VIRTUAL REFERENCE STATION CONTROL
NETWORK MAINTAINED AND OPERATED BY THE
AUTOMATED GEOGRAPHIC REFERENCE CENTER

This is to certify that this plat was prepared from the field notes and

electronic data collector files of an actual survey made by me, Or Undepwsiistv,
my personal supervision, of the pipeline shown hereon, and that this
plat accurately represents said survey to the best of my knowledge.

28 JAN 2014
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JERRY D. ALLRED, REGISTERED LAND SURVEYOR,
CERTIFICATE NO. 148851 (UTAH)

12-187— 138

COUNTY SURVEYOR'S FILE NUMBER

R

JERRY D. ALLRED AND ASSOCIATES

SURVEYING CONSULTANTS

A

D

DUCHESNE, UTAH 84021

v 1235 NORTH 700 EAST——P.0. BOX 875
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PIPELINE AS—BUILT SURVEY FOR

KINDER MORGAN ALTAMONI, LLC.

BARRETT 16-26—-36 BTR
SECTION 26, 35 & 36 T3S, R6W, U.S.B.&M.
DUCHESNE COUNTY, UTAH

LINE |BEARING DISTANCE |LINE |BEARING DISTANCE
L1 S 1807'18" E |101.62° |L15 |S 43'36'16" E |[122.15°
L2 S 08°40'41" E |31.20° Li6 |s 63'07'12" E |91.91°
L3 |s 192927" w |58.79’ L17 |s 89°16°18" £ |183.39’
L4 S 61°03°11" W |206.98" |L18 |N 89'26'48” E |282.32’
) S 7538'13" W 10383 L19 [N 863520" E [176.95°
L6 |s 693328" w |28.70 L20 |S 88'55'37" E [129.70°
L7 |5 5318'14" W |41.26’ 121 |s 89'48’52" E |222.82’
L8 |s 645228" w |115.58° |L22 |s 78'07'19" E |54.95’
L9 S 55'44°07" W [115.63" |L23 |S 64'29'49" £ |92.42°
L10 |s 44'39'09" W |105.67° |L24 |S 75'17°04" E |40.82°
L11 |s 1733'50" w |88.82° L25 |5 89'5021" E |[148.99°
L12 |s 0105’15 £ |96.20° L26 |N 87°32'08" E |109.25°
L13 |S 20°34°04" E |131.74" |[L27 |N 834348 E |73.8%1°
L14 |S 39°01°26" E |133.86°

THIS SURVEY WAS PERFORMED USING GLOBAL
POSITIONING SYSTEM PROCEDURES AND EQUIPMENT

THE BASIS OF BEARINGS IS GEODETIC NORTH DERIVED
FROM G.P.S5. OBSERVATIONS AT A SECTION CORNER
LOCATED AT LAT. 40°11'52.73335"'N AND
110°34'39.75017"W USING THE UTAH

STATE G.P.S. VIRTUAL REFERENCE STATION CONTROL
NETWORK MAINTAINED AND OPERATED BY THE
AUTOMATED GEOGRAPHIC REFERENCE CENTER

LONG.

SURVEYOR'S CERTIFICATE

This is to certify that this plat was prepared from the field notes and

my personal supervision, of the pipeline shown hereon, and that this

plat accurately represents said survey to the best of my knowledge g
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JERRY D. ALLRED AND ASSOCIATES

SURVEYING CONSULTANTS

Qf

1235 NORTH 700 EAST--P.O. BOX 975
DUCHESNE, UTAH 84021
(435) 738-5352
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